
VHF
Antenna

DC +
(10-32V)DC –

Red

Black

Fuse or
circuit breaker

2A max.

GPS

Fuse 
2A max.

DC +DC –

External
DC Alarm
or Buzzer

Chart Plotter

Optional Connections

NEG

POS

Requires 9-pin
female connector
(DB9) and USB adapter
(not included)

2

5

3Computer

NMEA In
(38400
baud) + (or A)

+
or A

–
B or GND You must connect the AISWatchMate-RX 

to a GPS for alarms to function.

Blue

Brown

WMR750 0310

AISWatchMate ®
RX

Pink

Orange

Yellow

Gray

Green

White

NMEA Data Out
(4800 baud)

 – (or B)

(38400 baud)

Model: WMR750

DC +
(10-32V)DC –

Red

Black

Fuse or
circuit breaker

2A max.

Fuse 
2A max.

DC +DC –

External
DC Alarm
or Buzzer

Transponder

Optional Connections

NEG

POS

Requires 9-pin female 
connector (DB9) and USB 
adapter (not included)

Orange

Pink

WM670 0310

AISWatchMate ®

White

Green

Gray

Yellow

Blue

Brown

NMEA
Output+ (or A

)

– (or B
)

5 23

Computer
(38400 baud)

Model: WM670

NMEA
Input– (or B

)

+ (or A
)

VHF

Antennas

GPS



VHF
Antenna

DC +
(10-32V)DC –

Red

Black

Fuse or
circuit breaker

2A max.

GPS

Fuse 
2A max.

DC +DC –

External
DC Alarm
or Buzzer

Chart Plotter

Optional Connections

NEG

POS

Requires 9-pin
female connector
(DB9) and USB adapter
(not included)

2

5

3Computer

NMEA In
(38400
baud) + (or A)

+
or A

–
B or GND You must connect the AISWatchMate-RX 

to a GPS for alarms to function.

Blue

Brown

WMR750 0310

AISWatchMate ®
RX

Pink

Orange

Yellow

Gray

Green

White

NMEA Data Out
(4800 baud)

 – (or B)

(38400 baud)

Model: WMR750

DC +
(10-32V)DC –

Red

Black

Fuse or
circuit breaker

2A max.

Fuse 
2A max.

DC +DC –

External
DC Alarm
or Buzzer

Transponder

Optional Connections

NEG

POS

Requires 9-pin female 
connector (DB9) and USB 
adapter (not included)

Orange

Pink

WM670 0310

AISWatchMate ®

White

Green

Gray

Yellow

Blue

Brown

NMEA
Output+ (or A

)

– (or B
)

5 23

Computer
(38400 baud)

Model: WM670

NMEA
Input– (or B

)

+ (or A
)

VHF

Antennas

GPS


